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‘There are two kinds of Cartridge: Refillable Cartridge & CISS Cartridge

Refillable Cartridge s the very stable cartridge, flexible and convenient in daily using.

We only need to fil the ink into the cartridge and
the Printer Carriage Unit, then we can use it easily.

1. We rip off the yellow tape which covering the air hole.
2. We pull out the color plug and use the syringe to stuck the

ink and push to the cartridge.
3. We plug the cartridge again.
4.To installthe cartridge to the printer carriage unit.
* Al cartridges are same job
See video for filling refillable
catridge

Refil Ink: Same steps as ink illing

install to

Advantage: easy to use and very stable in daily use, refilling ink step is easy.
Disadvantage: Need to refil ink after the ink is empty.

Iss Cartridge s “Continuous Ink Supply System”.

There are two main parts: Cartridge and Ink tank. The two parts are connected by pipe. We need to do some
steps to fill the ink and install to the printer carriage unit.

Advantage:

Can fill in much more ink and can see how much ink i left, refilling ink is more convenient.

Disadvantage:

Ink tank has two spaces, larger space is ink space and
the smaller space i air space.

Ink space is for containing the ink.
Air space s for air press to let the ink flow to the
cartridge.

Filling ink to CISS cartridge and installing the cartridge
to the printer s a bit complicated. We have video
instruction for easier understand.

See video for fil

Our suggestion:
1. Use the Refillable Cartridge before you can understand all the printing process to print your item. And
‘when you need to print a certain quantity item or need to use much ink, you can install the CISS.

2. Do not change the cartridge frequently.

3. Print a page or two every other week to prevent ink from drying up in your printer.

4. Keep your ink tanks at level with your ink cartridges; Best to set ink tanks side-by-side with printer,

5. Never leave CISS in the area where children can accidentally spill the ink tanks.

Notice:
1. Keep your ink tanks at level with your ink cartridges. If the ink tank is put too high, the ink might probably
leak from the cartridge, if the ink tank put too low the ink might not flow to the cartridge.

2. Daily using, the small holes (air space holes) must be open, otherwise cannot print ink out.

3. The pipe should not be too long or too short after installing the cartridge to the printer. If the pipe were too
short, the carriage unit might not be able to move to the end when printing, if the pipe is too long, it might
stop during printing.

CISS ink 1. We fill the ink into the ink space of ink tank, around 70% of the space. RefillInk:
2. We pull out the color plug of cartridge and lower the cartridge, then let the ink flow to the cartridge Part, pefil the ink tanks when they are down to 20%. Don't et it run out of nk!
when the ink is almost fullof the cartridge, we plug the cartridge hole. 1. Plug the air hole of the ink tank
*Do the same steps to all color cartridges. 2. Open the ink hole of ink tank and then fill in the ink, can use a fuel or syringe

3. Plug all the holes of cartridge and ink tank, and let ink all flow to the ink space, not ink left in the air space.
4. We install the cartridge to the printer carriage unit and put the ink tank on the holder, we need to ensure
the pipe won't affect the carriage/cartridge unit moving.
5. Keep all the air holes of ink tank open.

There are complicated steps for ink filling at the first time and installation of the cartridge, and more notice on

daily using.

3.0 plug the ink hole again and open the air hole again
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