[bookmark: _GoBack][image: ]
[image: ]

Printing process Example
You are printing on an object that has dimensions 60x115mm. Generally you add 1mm to each dimension measurement to get the full image printed on the object, so your printing range would be 61x116mm.
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Move the platform tray to the starting position, all the way to the back (see video on printer operation)

Make sure object and print head do NOT COLLIDE.HEIGHT BAR prevents this ( see video on printer operation)

Print on your flat surface
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Printing Process

Notice of printing preparation

() The distance between object and print head should be in 1.5~2mm. (You can

move the cartridge to estimate this distance)

Detector of the print head (From 2013.4.1, our all models no need to clean the

detector any more)

In our Model WPR230v2 and WP1390, there are height level bar and height alert.
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Printer Property

We suggest printing according to
above printing quality:
1) Type: Select Epson Premium
Glossy.
2) Quality Option: Best Photo.

We also suggest using 300 DIP
or above for printing if you need high
quality image.

(Optional)
In Advanced option:

You will have some advanced
options for improving your image

printing quality.

Here is what we suggest to use if
you feel image is not good enough for
normal printing.
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2) Set the 61 x 116mm in Photoshop (or other software you used to use). We should
leave a blank line on top and left side (Suggest 20mm on top and 10mm on left). Now the
printing range has been located. (Tips. you can print 2~4 angles on the plate to find the
location, after that put the cell phone case on the image for printing).
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3) Prepare the image you are going to print
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4) Set in the printing range and crop the spare space.
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